REFLECTED CEILING PLAN GENERAL NOTES:
A. ALL DEVICES LOCATED WITHIN A 24" DEEP WALL SHALL BE CENTERED EACH WAY IN THE TILE, UNLESS NOTED OTHERWISE.
B. MECHANICAL AND ELECTRICAL DEVICES ARE SHOWN ON THIS DRAWING FOR LOCATION ONLY. FOR INFORMATION REGARDING DEVICE SPECIFICS, REFER TO ELEC. AND MECHANICAL DRAWINGS AND SPECIFICATIONS.
C. ALL WALLS AND CEILING PREPARES MUST MATCH THE EXISTING COLORS, TEXTURES AND MATERIALS.
D. REPLACEMENT MOLDING SHOULD BE MATCHING THE EXISTING.
E. CONTRACTOR TO VERIFY ALL EXISTING CEILING MEASUREMENTS NEEDED PRIOR TO STARTING THE WORK.

REFLECTED CEILING PLAN LEGEND
- LIGHT FIXTURE
- MECHANICAL GRILLES & DIFFUSERS - SEE MECHANICAL DRAWINGS.
- 2' x 2' ACOUSTICAL CEILING LAY-IN TILE (NEW TILE: ACT-1)
- NEW GYPSUM BOARD CEILING
- LIGHT FIXTURE, SUSPENDED LIGHT UMBRELLA
- EMERGENCY EXIT SIGN
- IN-CEILING SPEAKER

KEYNOTE LEGEND
A01.01 RELOCATED EXISTING 24" RETURN AIR GRILL.
A01.02 NEW COMPOUND CEILING GBW 5/8" ON MTL. STUD & SUSPENSION SYSTEM. MATCH ADJACENT CONSTRUCTION. PROVIDE SOUND BATT INSULATION ABOVE CEILING TO MATCH ADJACENT AREAS.
A01.03 22" ALUM. DIFFUSER TO BE PLACED IN THE NEW CEILING
A01.04 EXTENSION OF EXISTING DRYWALL FASCIA. FINISH TO MATCH ADJACENT CONSTRUCTION.
A01.06 INSTALL WALL MOULDING REMOVED FROM EXISTING SOFFIT BEING DEMOLISHED.
A01.18 NEW 164" PROJECTION SCREEN BY OTHERS. CONTRACTOR TO PROVIDE BACKING AND INFRASTRUCTURE REQUIRED FOR OPERATION.
A01.19 NEW WALL MOUNTED 58" TV BY OTHERS. CONTRACTOR TO PROVIDE BACKING AND INFRASTRUCTURE REQUIRED FOR OPERATION.
A01.21 NEW WALL MOUNTED INFRARED ASSISTED LISTENING DEVICE BY OTHERS. CONTRACTOR TO PROVIDE BACKING AND INFRASTRUCTURE REQUIRED FOR OPERATION.
A01.22 NEW PROJECTOR MOUNTED IN PLENUM ABOVE CEILING AND BEHIND EXISTING BULKHEAD. EXACT HEIGHT & LOCATION T.B.D BY AV CONSULTANT.
A01.25 EXISTING BULKHEAD BEYOND
A01.28 REPAINT ENTIRE CEILING

NEW REFLECTED CEILING PLAN

Key Plan

3D Perspective - East Wall
3D Perspective - West Wall
N/SW Ceiling Plan