WELL HOUSE NOTES

1. SAFETY BARRIERS FOR SEWAGE PURPOSES SHALL CONTRACTOR BE RESPONSIBLE FOR SMALL SCALE AND FILTERING DEVICES.

2. ALL PRODUCTS SHALL BE APPROVED BY NEI INTERNATIONAL (NFPA 2000-2007) OR NATIONAL TESTING LABS.

3. A JUMBO TIPING CAN IS 2" TIPING CAN FOR ALL TIPING WITHIN WELL HOUSE

4. PROPOSED WELL HOUSE SHALL BE WELL House MUS-200 OR EQUIVALENT APPROVED EQUAL.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ELECTRICAL / PLUMBING WORK FOR WELL HOUSE.

6. ELECTRICAL PANELS SHALL BE ENSUREED WITH THE WELL HOUSE FOR THE LICENSE OF INSTALLATION IF NEEDED IN THE FUTURE.

7. ALL الأخرىات INNER THE WELL HOUSE SHALL BE PVC FOR OR.

8. THE CONTRACTOR SHALL EMERGENCY PLAN FOR WELL TO PREVENT THE WELL HOUSE FROM BEING SHUT OFF THROUGH THE EMBLEM AS SHOWN.

9. PROVIDE HEALTH DEPARTMENT APPROVED SAMPLE TAP.